Appl. No. Unassigned; Docket No. DE04 0025US1 
Amdt. dated July 28, 2006 
Preliminary Amendment 

Ik 

Amendments to the Claims 

1 . (Currently Amended) A method of improving wireless communication 

between motor vehicles, wherein the motor vehicles transmit messages to a stationary 
unit (+dO)rcharacterized in that in the stationary unit (100) t he received messages are 
processed and new messages are generated. 

l./Original) A method as claimed in claim 1, characterized in that the messages 
entering the stationary unit are filtered. 

3. (Currently Amended) A method as claimed in claim 1 or2 claiml , 
characterized in that the incoming messages are stored in the stationary unit, wherein 
they are checked in particular with regard to topicality and/or type of information 
and/or priority and/or reliability and/or position of the motor vehicle. 

4. (Currently Amended) A method as claimed in any one of tho claims 1 to 
^laim K characterized in that upon a request by a motor vehicle a specific message is 
generated in the stationary unit. 

5. (Currently Amended) A method as claimed in any on e of tho claims 1 to 
4claim K characterized in that the stationary unit is activated when a motor vehicle 
approaches. 

6. (Currently Amended) A stationary unit (100) for improving wireless 
communication between motor vehicles, wherein the motor vehicles transmit 
messages to the stationary unit ftOO)rcharacterized in that a device for processing 
received messages and a message generation unit fW)-are provided in the stationary 
\xn\t {\QQi^ 

7. (Currently Amended) A stationary unit as claimed in claim 6, characterized 
in that there is a filter device ft^for incoming messages. 
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8. (Currently Amended) A stationary unit as claimed in oiaim 5 or 6claim 5, 
characterized in that in the stationary unit there is a message database f+7)-for storing 
incoming messages, wherein a control unit (44>-checks the stored messages with 
regard to topicality and/or type of information and/or priority and/or reliability and/or 
position of the motor vehicle. 

9. (Currently Amended) A stationary unit as claimed in any on e of the claims 
6-te- 8claim 6, characterized in that upon a request by a motor vehicle a specific 
message can be generated in the stationary unit by the message generation unit (i*)r 

10. (Currently Amended) A stationary unit as claimed in any one of the claims 
64e- 9claim 6. characterized in that there is a proximity sensor {\Q^m the stationary 
unit. 
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